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Introduction

Thank you for purchasing the M3. To help you get the most out of your new instrument,
please read this manual carefully.

Main features

The M3 Editor and the M3 Plug-In Editor are applications for Macintosh or Windows that
allow you to edit the M3’s EDS programs, RADIAS programs (if the EXB-RADIAS is
installed), combinations, songs, KARMA settings, effects, and global settings.

The M3 Editor is a stand-alone editor.

The M3 Plug-In Editor is an editor that is compatible with the VST, Audio Units, or RTAS for-
mats. It lets you use the M3 just like a plug-in instrument from within your DAW (Digital
Audio Workstation) software or other host application.

By installing the EXB-FW FireWire option (sold separately), audio and MIDI data can be sent
to and from your computer via a single FireWire cable. This will also allow the M3 to function
as a true “plug-in” inside another audio recording/sequencing application.

Please note before use

¢ Copyright to all software included in this product is the property of Korg Inc.

¢ The license agreement for this software is provided separately. You must read this license
agreement before you install this software. Your installation of this software will be taken
to indicate your acceptance of this agreement.

M3 Editor and M3 Plug-In Editor
operating requirements

In order to connect your M3 to M3 Editor/Plug-In Editor V2.x and use it, the M3 must be run-
ning system version 2.0 or later. If your M3’s system version is earlier than 2.0, you will need
to update it to the most recent version.

With audio capabilities

(EXB-FW installed, and connected via FireWire cable)

Note: It is not possible to open and run multiple instances of the M3 Editor or M3 Plug-In Edi-
tor; this means that it is not possible to edit more than one M3 synthesizer simultaneously.

Windows:
¢ Computer

CPU: Pentium 4/ 2.4 GHz or better (Pentium D or Core Duo more is recommended)
Memory: 1 GB or more (2 GB or more is recommended)
Monitor: 1,024 x 768 pixels, 16-bit color or better
A computer with a IEEE 1394 (FireWire) port, that satisfies the requirements of Windows
XP

¢ Operating system
Microsoft Windows XP Home Edition or Professional, Service Pack 3 or later



Macintosh:

Computer

CPU: PowerPC G4 1.4 GHz or better (Intel Mac is supported), G5 or Core Duo or better is
recommended

Memory: 1 GB or more (2 GB or more is recommended)

Monitor: 1,024 x 768 pixels, 32,000 colors or better

An Apple Macintosh with a FireWire port that satisfies the requirements of Mac OS X

Operating system

Mac OS X version 10.4.9 or later

Without audio capabilities
(EXB-FW not installed or not in use)

Note: It is not possible to open and run multiple instances of the M3 Editor or M3 Plug-In Edi-
tor; this means that it is not possible to edit more than one M3 synthesizer simultaneously.

Windows:

Computer

CPU: Pentium III/1 GHz or better (Pentium D or Core Duo more is recommended)
Memory: 512 MB or more (1 GB or more is recommended)

Monitor: 1,024 x 768 pixels, 16-bit color or better

A computer with a USB port, that satisfies the requirements of Windows XP or Windows
Vista

Operating system

Microsoft Windows XP Home Edition or Professional, Service Pack 3 or later

Microsoft Windows Vista Service Pack 1 or any later edition (excepting 64-bit versions)

Macintosh:

Computer

CPU: PowerPC G4 800 MHz or better (Intel Mac is supported), G5 or Core Duo or better is
recommended

Memory: 512 MB or more (1 GB or more is recommended)

Monitor: 1,024 x 768 pixels, 32,000 colors or better

An Apple Macintosh with a USB port that satisfies the requirements of Mac OS X

Operating system

Mac OS X version 10.4.9 or later



Installation

Installation in Windows XP

To install M3 Editor and M3 Plug-In Editor into Windows XP, proceed as follows.

A& 1f you want to connect the M3 to your computer via USB and use M3 Editor and M3

Plug-In Editor, you must install the Korg USB-MIDI Driver.

A& 1f you've installed the EXB-FW in your M3 and want to connect it to your computer via
FireWire and use the M3 Editor and M3 Plug-In Editor, you'll need to install the Korg

EXB-FW Audio/MIDI Drive.

1 Insert the included CD-ROM into your computer’s CD-ROM drive.
Normally the “M3 Application Installer” will start up automatically.

If your computer is set so the installer does not run automatically, double-click
“KorgSetup.exe” on the CD-ROM.

2 From the list, select the applications that you want to install, and click [Install].

#* KORG Application Installer

3 KORG M3 Application Installer

Click "Install” button to install the application.

‘ @Q KORG USB-MIDI Driver Tools 4MB Install

‘M KORG EXB-FW Audio/MIDI Driver 4MB Install

M3 Editor / M3 Plug-In Editor S0MB Install
M3 External Setup Template 2MB Install

‘ o Open KORG Catalogs folder E te
C XECU
-

© 2008 KORG INC. Close

The applications you selected will be successively installed.

3 Follow the on-screen directions to install the desired applications such as M3 Editor.

A& 1f you're using an M3 in which the EXB-FW is installed, installing the Korg EXB-USB
Audio/MIDI Driver will allow you to use FireWire. Download the Korg EXB-USB

Audio/MIDI Driver from the Korg website, and then install it.

4 When you've finished installing all the selected software, close the installer.

Note: For details on installing the Korg EXB-FW Audio/MIDI Driver, refer to “Installing the

Korg EXB-FW Audio/MIDI Driver” in the section that follows.

Note: For details on installing the M3 Editor/Plug-In Editor, refer to “Installing the M3 Edi-

tor/Plug-In Editor” in the section that follows.

Installing the Korg USB-MIDI driver

Refer to the operation guide for details on how to install the Korg USB-MIDI driver.



Installing the Korg EXB-FW Audio/MIDI Driver

1 Follow the on-screen directions for installing the Korg EXB-FW Audio/MIDI Driver.
During the installation, there will be a dialog box regarding digital signatures, saying
that “... has not passed Windows logo testing,” but you should simply click
[Continue].

A& 1f you're using an M3 in which the EXB-FW is installed, installing the Korg EXB-USB
Audio/MIDI Driver will allow you to use FireWire. Download the Korg EXB-USB
Audio/MIDI Driver from the Korg website, and then install it.

A& 1f you are unable to complete the installation, your computer may be set to prohibit the
installation of digitally unsigned drivers. Check the settings of your computer as
described below in “Allowing installation of digitally unsigned drivers.”

2 When a screen like the following appears during installation of the Korg EXB-FW
Audio/MIDI Driver, connect the FireWire cable and power-on the M3.
When the M3 starts up, a dialog box regarding digital signing may appear; simply
click [Continue] to proceed.

KORG EXB-FW Audio/MIDI Driver V1.0 Setup g|

Disconnect and reconnect your devices
and turn them on

To complete the inztallation pleaze dizconnect and reconnect
your device(s] and tumn it/them an.

Mote: During this process the system may prompt you again bo
confirm installation of software that has not passed Windows
Logo testing. Please select [Continue Anyway] to confim
inztallation.

Click [Mext] after pou reconnected pour device(s) and tumed
it/thermn on.

3 When the Korg EXB-FW Audio/MIDI Driver has been installed, close the installer.

Allowing installation of digitally unsigned drivers

If your computer is set to prohibit installation of digitally unsigned drivers, you won't be able
to install the Korg EXB-FW Audio/MIDI Driver. Proceed as follows to change the setting so
that the driver can be installed.

1 From the taskbar, click [Start] -> [Control Panel] to access the Control Panel.

2 In the Control Panel, double-click [System] and then click the [Hardware] tab.



3 In “Drivers,” click [Driver Signing].

System Properties

| System Restore || Automatic Updates |l § Remote |

| General | Computer Name Hardware Advanced

Device Manager

The Device Manager lists all the hardware devices installed
- on your computer. Use the Device Managerto change the
properties of any device

[ Device Manager ]

Driver Signing lets you make sure that installed drivers are
compatible with Windows . Windows Update lets you set up
how Windows connects to Windows Update for drivers.

[ Driver Signing & [ Windows Update

Hardware Profiles

Hardware profiles provide a way for you to set up and store
different hardware configurations.

[ Hardware Profiles ]

[ ok ][ cancel |

4 For “What action do you want Windows to take?”, choose either [Ignore] or [Warn],
and click [OK].

Driver Signing Options

During hardware installation, Windows might detect software that
has not passed Windows Logo testing to verify its compatibility with
Windows. (Tell me why this testing is important.)

What action do you want Windows to take?

(") Ignore - Install the software anyway and don't ask for my
approval

%Wam - Prompt me each time to choose an action

() Block - Mever install unsigned driver software

Administrator option
Make this action the system default

Ok ] [ Cancel ]

Note: If necessary, return this setting to its previous state after you’ve finished installing the
Korg EXB-FireWire Audio/MIDI Driver.

Korg FireWire Audio Interface control panel
Here you can make ASIO/WDM driver settings for the FireWire-connected device.

To access this setting screen, you can either open the Windows Control Panel and double-
click “KORG EXB-FireWire 1394 Audio,” or choose the Start menu item KORG EXB-FW
FireWire Audio > KORG EXB-FireWire Control Panel to open the ASIO driver settings control
panel.

A& Mac OS X does not have this control panel.

A& You can’t connect two or more M3 units to a single computer and use them
simultaneously.
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FireWire™ AUDIO Interface

ASIO buffer depth:

-

Streaming State: Running 10.0 ms
480 zamples

Sample Rate:

1 Device(s) connected.

1 Select the sampling rate.
2 Note the connection status.

3 Use the ASIO buffer depth setting to specify the buffer size for the ASIO driver.

About the buffer size

The audio latency between the M3 and M3 Editor/Plug-In Editor will depend on the buffer
size you specify in “ASIO buffer depth.” A larger buffer size will make operation more stable,
but will increase the latency. You can decrease the latency by specifying a smaller buffer size,
but the usable values will depend on your system.



Installing the M3 Editor/Plug-In Editor

1

S Ok WN

“M3 Editor/Plug-In Editor Installer” will appear.

Successively select and install the Editor (Standalone), Plug-In Editor (VST), and/or
Plug-In Editor (RTAS) as desired.

For example if you want to install the stand-alone version, click [Install Standalone
Application].

<2 KORG M3 Editor/Plug-In Editor Installer

KORG m .

l Install Standalone Application l

l Install VST plugin l

l Install RTAS plugin l

Exit Setup ‘

The M3 Editor screen will appear. Click [Next>].
The “Welcome to the M3 Editor setup wizard” screen will appear. Click [Next>].
“M3 Editor information” will appear. Read the displayed content, and click [Next>].

The “License agreement” will appear. Carefully read the contents, and if you agree,
check “I accept the terms of the license agreement” and click [Next>].

The “Select installation folder” screen will appear. Choose the location and user(s) for
which you want to install the software, and click [Next>].

1% KORG M3 Editor =4

Select Installation Folder

KORG m@

The installer will install KORG k3 Editor ta the following folder.

Ta inztall in thiz folder, click "MNest”. Ta install to a different folder, enter it below or click "Browse".

Falder:

C:MProgram Files'KORGYM3Y Browse...

Install KORG M3 Editor for yourself, or for anyone who uses this computer:

() Everyane
&) Just me

[ Cancel ] [ < Back ] [ Next > ]

“Verify installation” will appear. To proceed with the installation, click [Next>].
Installation will begin.

If the installation was successful, click [Close].
“M3 Editor /Plug-In Editor Installer” will appear.



9 Next you will install the plug-in version(s) that you want to use. Using the procedure
described above, begin with step 1 and install the plug-in version(s) that you want to
use.

If you don’t want to install the VST plug-in version or RTAS plug-in version, click
[Exit Setup] to end the installation.

When you've finished installing the application(s) you want, click [Exit Setup] to exit
the installer.



Installation in Mac OS X

On Mac OS X, you only need to install the M3 Editor and the M3 Plug-In Editor. There is no
need to install a driver in order to use FireWire Audio/MIDI.

To install the M3 Editor and M3 Plug-In Editor into Mac OS X, use the following procedure.

A& You must install the KORG USB-MIDI Driver if you want to connect the M3 to your
computer via USB and use the M3 Editor or M3 Plug-In Editor. (For details on installing
the KORG USB-MIDI Diriver, refer to the Operation Guide.)

Insert the included CD-ROM into your CD-ROM drive.

2 Start up the installer by double-clicking “M3 Editor Installer.pkg” located in the “M3
Editor” folder of the CD-ROM.

3 Depending on the version of your Mac’s operating system, a confirmation dialog box
may appear at this point. If so, enter your password and click [OK].

When the installer starts up, the following screen will appear. Click [Continue].

e0e Install KORG M3 Editor

Welcome to the KORG M3 Editor Installer

@ Introduction
© Read Me
© License 4

© Select Destination

® Installaibn Type ﬁ)
@ Install
M Finish Up o l

i | 1 ;

1

B MUSIC WORKSTATION/SAMPLER

[/

Go Back (" Continue )

P
T —E————————————————@

4 “Important information” will appear. Read the contents, and click [Continue].

5 The “License agreement” will appear. Carefully read the contents, and click
[Continue].
A dialog box will ask whether you accept the terms of the license agreement. If you
accept, click [Agree].



6 A screen where you can choose the “Installation destination” will appear. Choose the
installation destination and click [Continue].

806 Install KORG M3 Editor

Select a Destination

5 Select a destination volume to install the KORG M3 Editor software.
© Introduction

& Read Me

© License 1

@ Select Destination
i

@ Installagibn Tyge Mac 05 X 10.4.9
® Instal) 40.0GB (20.6GB Free)

M Finish Up ..u.llu.--l..‘.-z... "
= > I 4 5

1

You have chosen to install this software on the volume “Mac 0S X 10.4.9."

( Go Back ) ( Continue )

A
T ——

7 The “Easy Installation” dialog box will appear. Click [Install].

8 Depending on the version of your Mac’s operating system, a confirmation dialog box
may appear at this point. If so, enter your password and click [OK].

9 When the installation has been successfully completed, click [Restart] to exit the
installer.

K You can’t connect two or more M3 units to a single computer and use them
simultaneously.

Note: Under Mac OS X, the plug-in version will also be installed in the appropriate folder.

10



Setup

Connection using a FireWire cable

MIDI and audio settings on your computer

If you want to use the M3 Editor / Plug-In Editor to handle MIDI and audio data from an M3
equipped with the EXB-FW option (sold separately) and connected to your computer via a
FireWire cable, you'll need to make system settings on your computer so that the computer
system does not occupy those ports. You must also make audio input/output device settings
for your host application to avoid damaging the speakers etc. that are connected to your com-
puter. (wp.19)

Windows

Disconnect the FireWire cable between your M3 and computer.

From the Control Panel, start up “Sounds and Audio Devices.” The Sounds and Audio
Devices Properties dialog box will appear.

Click the Audio tab.

W N~

The current sound playback device is selected as the default device for sound
playback. The current sound recording device is selected as the default device for
sound recording.

The current MIDI playback device is selected as the default device for MIDI music
playback.

In this state, select the “Use only default devices” check box located at the very
bottom, and click the [Apply] button to save these settings. The “Use only default
devices” setting is enabled, and the M3 port will not be selected as a “default device.’

7

Sounds and Audio Devices Properties

Wolume Sounds | Audio | Voice Hardware

Sound playback
Default device:
| Reattek ACS7 Audio ~

[ Volume... ] [ Advanced... ]

Sound recording
ﬁ Default device:
| Reattek AC97 Audio ~

MIDI music playback

% Default device:

ZZ | Microsoft GS Wavetable SW Syrth ~|
[ Volume... ] [ About. .. ]
Use anby ﬂ%auh devices
[ ok ][ cancel |[ 2ppy |

11



Mac

Use a FireWire cable to connect the M3 to your Mac, and start up Audio MIDI Setup.

In system settings, make sure that the M3 is not selected as the “default input” (normally the
internal mic), “default output” (normally the internal output), or “system output” (normally
the internal output). If the M3 is selected here, the M3 Editor will not operate correctly.

M3 setup

Make sure that you've finished installing the KORG EXB-FW Audio/MIDI Driver.

¢ Make sure that the M3’s Global mode MIDI Filter “Enable Exclusive” setting is on (the
check box is selected). (With the factory settings, it will be on.)

GLOBAL P1:HIDI HMID| Routing W |

EMIDI Routing
®-% MID| Out: (@) %Y {0 #-¥ CC Contral

Pads MIDI Out: () Pad CC/Note () Chord Naotes

KARMA External: El Enable KARMA Module to ML Out
|E| Enable MIDIT In to KARMA Module
|:| Enable Start/Stop Out in Progs Combi

WEHIDI Filter I

[m] Enable Program Change [m] Enable After Touch

[m) Bark Change [m] Enable Control Change

[m] Combination Change [m] Enable Exclusive

[ Basic ].Rgl.ﬂ::igl Eitd 1 it J

12



M3 Editor (stand-alone version) setup

1 Use a FireWire cable to connect the M3’s FireWire connector to the FireWire (IEEE
1394) connector of your computer.

2 Start up the M3 Editor and verify that it’s operating correctly.

Windows

Starting up the M3 Editor

Navigate to the “KORG” folder -> “M3” folder, and double-click the “M3 Editor.exe”
icon.

The “KORG” folder is in the location you selected during installation. By default it’s in
the “Program Files” folder.

Alternatively, you can start up the editor by clicking the taskbar [Start] button -> [All
Programs] and then pointing to “KORG”-“M3”-“M3 Editor.”

Mac OS X

Starting up the M3 Editor

Navigate to the “Applications” folder - “/KORG” folder - “M3” folder, and double-
click the “M3 Editor” icon.

3 From the system menu, choose “Preferences.”
The preferences dialog box will show “Audio settings.”

Note: The preference settings dialog box be displayed automatically at start-up the first time
you start up, or if for some reason the preference settings have been cleared or the computer’s
system settings have changed.

Audio settings
1 Select the audio driver in “device type” or “device.”

Windows

ASIO: The ASIO driver will be used. Since the ASIO driver allows the latency to be mini-
mized, it will provide the best performance. If an ASIO driver is installed, we recommend
that you use this setting.

DirectSound: DirectSound will be used. If no ASIO driver is installed in your computer, we
recommend that you use this setting.

MME: MME (Multi Media Extension) will be used.

A& MME has greater latency than other settings, so we recommend that you use a setting
other than MME.

Mac

If an audio interface is installed in your computer, you’ll be able to select the driver of that
audio interface. If no audio interface is installed, “internal audio” will be your only choice.

13



2 Make audio output settings.

Windows
If you've selected ASIO as the “device type.”

e “Driver name:” Selects the driver (device).

¢ “Sampling rate”: Specifies the sampling rate. The range will depend on the device you
selected in “Driver name.”

* “Output channels”: Specifies the output channels. This will always be a pair such as 1-2 or
3-4. The settings will depend on the device you selected in “Driver name.”

¢ “Input channels”: Specifies the input channels. This will always be a pair such as 1-2 or 3-4.
The settings will depend on the device you selected in “Driver name.”

* “Clock source”: Selects the clock source for the audio. The settings will depend on the
device you selected in “Driver name.”

¢ “ASIO settings panel”: You can click this to open the settings panel for the ASIO driver.
The specifications and operation will depend on the driver you use. For details, refer to the
owner’s manual for the audio interface you're using.

A& You won't be able to select this if an ASIO driver has not been installed in your computer.
It will be unavailable.

If you've selected DirectSound or MME as the “device type”

* “Output driver name”: Selects the driver (device) that will be used for output. In some
cases, the same driver will be displayed multiple times. Select one of them.

* “Input driver name”: Selects the driver (device) that will be used for input. In some cases,
the same driver will be displayed multiple times. Select one of them.

e “Bit depth / Rate / Channels”: Selects the audio format. The range will depend on the
device you selected in “Input driver name.”

¢ “Number of buffers”: Specifies the number of buffers used for audio processing. A higher
number will make operation more stable, but will also increase the latency.

e “Number of samples”: Specifies the number of samples in each buffer. A higher number
will make operation more stable, but will also increase the latency.

Note: Latency is the time from when the computer receives the note-on message until sound
is produced. Latency is determined by the number of samples per buffer multiplied by the
number of buffers. Set the “Number of buffers” and the “Number of samples” to the lowest
value that will still allow stable operation.

Note: Refer to the owner’s manual of your audio interface for details on audio interface set-
tings.

Mac

e “Bit depth / Rate / Channels”: Selects the audio format. The range will depend on the
device you selected in “Device.”

e “Input channels”: This selection will be available if the device has inputs. This will always
be a pair such as 1-2 or 3-4. The settings will depend on the device you selected in “Driver
name.”

¢ “Output channels”: If you've selected “Internal audio,” the only available setting will be
Outputl/Output2.

If an audio interface is installed in your computer, other choices will also be available.

* “Clock source”: Selects the clock source. The indication will depend on the device you
selected in Driver Name. This selection will be unavailable for internal audio and other
devices that do not have a clock source.

* “Buffer size”: Specifies the buffer size for audio processing. Higher settings will produce
more stable operation, but will also increase the latency.

14



e “Latency”: This displays the latency. The latency will depend on the “Buffer size” setting.

Note: Latency is the time from when the computer receives the note-on message until sound
is produced. Latency is determined by the buffer size. Set the “Buffer size” to produce the
lowest latency that will still allow stable operation.

Note: Refer to the owner’s manual of your audio interface for details on audio interface set-
tings.

About the audio latency

The latency produced by the audio device you select here will be the latency between that
audio device and the M3 Editor/Plug-In Editor. A larger buffer size will make operation
more stable, but will increase the latency. You can decrease the latency by specifying a smaller
buffer size, but the usable values will depend on your system.

MIDI settings

1 Click the “MIDI Settings” tab.
The settings for each MIDI port will be displayed.

2 Select the device that you will use for each port (MIDI IN device 1, 2, 3).

Up to three MIDI IN devices can be used simultaneously. Normally, the input from
these devices will all be merged. If a device containing multiple ports is connected,
multiple ports may be shown for the same device.

3 In the “Clock Master” field, select the device that will be used as the MIDI clock
master. The M3 will synchronize to the MIDI clock of the device you select here. If you
don’t select a device, the M3 will always operate according to its own internal clock.

A& 1f you don't see a device that you want to select for a port, check the following points.
Win: Have you installed the driver of the connected MIDI device?

Win: Is the connected MIDI device detected in the Sound and Audio Devices item of
your computer’s control panel?

Mac: Go to Application folder -> Utilities -> “Audio MIDI Setup,” and see whether the
connected device is detected in the “MIDI Devices” tab page.

Other settings

1 Click the “Other” tab.
The “Auto stop” settings will appear.

2 In “Auto stop,” make the desired setting for the automatic stop function.

The auto stop function can automatically stop the audio depending on the CPU load
of the computer. (This is the same operation as when you execute “Stop audio” from
the “System menu.”) If you want to use the auto stop function, select “Enable auto
stop,” and specify the load threshold in “Specify load percentage.” Audio will stop if
the CPU load exceeds this threshold during operation. If the audio has been stopped
by the auto stop function, choose “Play audio” from the “System” menu. Audio
playback will resume.

A& 1f the audio stops frequently, lighten the CPU load by reducing the sampling rate, etc.

A& 1f you don't use the auto stop function, the computer will attempt to continue playing
audio as far as possible, but depending on the hardware you're using, you may
experience problems such as the mouse becoming unresponsive when the audio
processing load is high.
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3 Click “OK” to complete the preference settings.

M3 Editor settings

Make sure that the M3 is connected to your computer via a FireWire cable.

The first time you start up the M3 Editor, you will see a message of “M3 Hardware not found.
Rescan all the MIDI devices?” Click [OK] to begin scanning your system. MIDI and audio set-
tings will be automatically made to allow the M3’s data to be received and transmitted, and
these settings will be saved. In the Global mode Software Setup page, check the MIDI and
audio settings in the MIDI Settings and Audio Settings areas (=p.58). If you change these set-
tings, save your changes, and they will take effect the next time you start up.

Note: the M3 Editor (standalone version) can also be used as an effect processor (with the
same functionality as a Plug-In Fx). For details, refer to the plug-in effect (==p.18).

M3 Plug-In Editor setup

If you use a FireWire cable to connect your computer to an M3 equipped with the EXB-FW
option, the M3 Plug-In Editor will be able to directly handle the M3’s audio data, meaning
that your host application will be able to handle the M3’s audio data. This lets you use the M3
just like a plug-in synthesizer inside your host application.

About the plug-in instrument and plug-in effect

In addition to the M3 Plug-In Editor which operates as a plug-in instrument within your host
application, there is also an M3 Plug-In Fx which operates as a plug-in effect, letting you use
the M3 as an effect processor that can be used as an insert or a master effect within your host
application.

Note: You can’t run the M3 Plug-In Editor and M3 Plug-In Fx simultaneously.
Like the M3 itself, the M3 Plug-In Editor provides both L/R audio output and Individual 1/
2/3/4 audio outputs (provided that you use a host application that can support this).

The M3 Plug-In Fx has two audio input channels and two audio output channels. For the
audio outputs, you have three choices: L/R, Individual 1/2, or 3/4 (=p.59).

The M3 Plug-In Editor supports the following six plug-in formats.

VST and VSTi
AudioUnit Effect and AudioUnit Instrument (both Mac only)
RTAS and RTAS Instrument

The operation of the M3 Plug-In Editor will differ slightly depending on the plug-in format
and on limitations of your host application.
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Plug-In Instrument

In all formats, this will be named “M3 Plug-In Editor.” It will be a plug-in that supports
multi-channel audio output.

VST oo Audio In 0 ch. / Out 6 ch., MIDI IN & MIDI OUT
AudioUnit Instrument (Mac only) ...... Audio In 0 ch. / Out 6¢ch, MIDI IN
RTAS Instrument........cccooeveeeeveeenneen. Audio in 0 ch. / Out 6 ch., MIDI IN

Note: For details on multi-channel audio output settings, refer to the owner’s manual of your
DAW.

Plug-In Instrument

TONE
MUSIC WORKSTATION/SAMPLER GENERATOR

AUDIO MIDI

AUDIO MIDI
FireWire

Mac/ [ ~ Note:
PC Only either

FireWire MIDI
or USB MIDI
one can be used.

MUSIC WORKSTATION/SAMPLER

Plug-In Editor

Instrument Track

DAW

AUDIO s MIDI
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Plug-In Effect

In all formats, this will be named “M3 Plug-In Fx.” It will operate as a stereo-in/stereo-out
effect according to the specifications for a track insert effect in your DAW.

VST et Audio In 2 ch. / Out 2 ch., MIDI IN & MIDI OUT
AudioUnit (Mac only) .......cccccceuneeee Audio In 2 ch. / Out 2 ch., MIDI IN
RTAS .. Audio In 2 ch. / Out 2 ch., MIDI IN

Note: The Global mode Software Setup parameter “Audio Output” specifies which of the
M3'’s outputs will be assigned to the 2 channel audio output of the plug-in effect (=p.59).

Note: The MIDI OUT of the VST or VSTi is determined by the “Send M3’s MIDI Out data to
the host application” setting located in Global mode Software Setup (x=p.58).

Note: The Plug-In Fx settings are also used when you sample in the digital domain by send-
ing audio to the M3 via FireWire and using the M3’s sampling function.

A& You cannot run the M3 Plug-In Editor and the M3 Plug-In Fx at the same time.

Plug-In Effect

MUSIC WORKSTATION/SAMPLER

Effect
Modules

AUDIO MIDI

AUDIO MIDI
FireWire
_
Mac/ Note:
PC Only either
FireWire MIDI
ﬁ or USB MIDI
l one can be used.
MUSIC WORKSTATION/SAMPLER

Plug-In Fx

Insert Effect

(AudioTrack and Instrument Track)

DAW
AUDIO  —afswssss MIDI
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If you're using the M3 Plug-In Fx or M3 Editor (stand-alone version) as an effect
processor, you must not only assign the audio data to the M3 Plug-In Fx (in your DAW
or in the Audio Device settings of the stand-alone version), but must also enable
FireWire for the M3’s audio input.

Connecting FireWire to the M3’s effect input
¢ Input Mixer settings
These settings are made individually for Program, Combination, and Sequencer mode.

If the “Use Global Setting” parameter is Off in the Play/Audio Input tab of each mode,
make these settings in the Audio Input tab.

If “Use Global Setting” is On, make these settings in the Audio Input section of the
Basic/System tab in Global mode.

Audio

Audio Input
Play/Mute  Pan Leseel Eusz F# Bus  Aux Bus Sendl Send2

Analog 1 [Flay] [N [Coc . 2 | ¥ OtT Y arr | ® oir (ELeE] R
Analog 2 [Flay] [T memrz: y o1t yorr | 9 ofr CEEN GEER
S/P DIF L [Flay] [N ([ooo [ 1 | Y Ot Y ofr Y ofr GEE) EETE)
SPOFR [Play] [T ez — i | % OtT ¥ atr | ® ot GEER R
Firewire L [Play]  [w (000 . 2 | Y Fal Y Orr | 3 Ofr CEEN GEER
Firewire R [Play] [ Rz, . 2 | Y Frz » Orf | B Off ) GE)

In this example, we will assign the FireWire L /FireWire R signal to the M3’s internal

buses.
Bus Select: The FireWire signal will be directly mixed to the internal bus.
FX Bus: The FireWire signal will be input to the FX Bus 1/2 of the effect.

Choose this setting for the modulator input of the 156:Vocoder effect
program, etc.

Send1/Send2: The FireWire signal will be input to the Send bus of MFX1/MFX2.

Connecting FireWire to the M3’s EXB-RADIAS option

If you want to use the FireWire input as the Audio In oscillator or as the vocoder input,
make the following settings.

Turn off the FireWire input in the Input Mixer.
Set the Audio In Source parameter Audio Inputs to FireWire L/R.

Audio In Source

fudio Inputs % FireWwire L/RE
ALl Bus P IES

For details on enabling the FireWire audio input, refer to the M3 owner’s manual.

Host application settings

A& The settings of your host application include settings for the audio input/output device

used by the host application. Do not assign the M3 audio to these settings. The M3
Plug-In Editor will use the M3 audio, so if you set the host application to use the M3

audio at the same time, the audio signal will be looped, possibly damaging the speakers
etc. that are connected to your computer. Never use the M3 audio as the audio setting for
your host application. Also, it’s a good idea to make audio settings for your host
application before you start up the M3 Plug-In Editor. (An exception to this is Pro Tools
LE, which uses its own dedicated audio device.)

The following material explains how to start up the M3 Plug-In Editor in your host applica-
tion and make the appropriate settings for it to operate properly. Please proceed to the spe-
cific explanation for the system you're using.
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Apple - Logic Pro 7

Using the M3 as a plug-in instrument

1
2

Start up Logic Pro.

Open the mixer window, and click Input in the I/O settings of an instrument track.
From the list, choose Stereo>AU Instruments>KORG>M3 Plug-In Editor. L/R will be
output to this track.

Inserts ~

Sends

Audio Instrument Track

If you want to use multi-channel output, click Input in the I/O settings of the
instrument track, and from the list, choose Multi-channel >AU
Instruments>KORG>M3 Plug-In Editor. L/R will be output to this track.

Next open the Environment window. If you're using the Individual outputs, create an
AUX track in the Environment window, click Input in the I/O settings, and select the
Individual channels for Instrument>M3 Plug-In.

If you've specified the AUX track as mono, you'll be able to choose from M3 Plug-In
3/4/5/6.

If you've specified the AUX track as stereo, you'll be able to choose M3 Plug-In 3-4 or
M3 Plug-In 5-6.
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Using the M3 as a plug-in effect
1 Start up Logic Pro.
2 Open the window that shows the desired track, click the Inserts box for that track, and

from the list choose Stereo (or Monaural -> Stereo) >Audio Units>KORG>M3 Plug-In
Fx.

Inserts -
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Steinberg - Cubase 4

A Start up Cubase 4, and from the menu choose “Devices” -> “Device Setup.” In VST

Audio System, make sure that M3 (KORG EXB-FW ASIO Driver) is not selected as the
audio device, regardless of the driver type.

If you're using only the ASIO driver, you can make the following settings to prevent the
M3 from being accidentally specified.

Start up Cubase 4.

From the Devices menu, choose Device Setup. In VST Audio System, select the KORG
EXB-FW ASIO Driver as the ASIO Driver. Then clear the Visible checkmarks for all of
the M3 I/0 ports shown in the KORG EXB-FW ASIO Driver setting.

Device Setup E|
L KORG EXB-FW ASIO Driver
Devices Contral Panel Input Latency:  12.228 ms
-3 MIDI = Qutput Latency: 15.704 ms
- @ MIDI Part Setup H Clock Source
b T@HSDU_" O Direct Monitaring
w Time Display
120 Wideo Parts Reset
o 1JO_| PortSystern Name Show As Visible | State
" In M3 Main L =
ST SstEm Link In M3 Mai.n.R M3 Main E s Inactive
In M3 Individual 1 M3 Individual 1 | Inactive
In M3 Individual 2 M3 Individual 2 Ll Inactive
In M3 Individual 3 M3 Individual 3 Ll Inactive
In M3 Individual 4 M3 Individual 4 | Inactive
Out | M3 FireWire L M3 FireWire L Ll Inactive
Out | M3 FireWire R M3 Firelire R | Inactive
[+]
< D [ Resee  J[ aoov |

Using the M3 as a plug-in instrument

1
2

3

Start up Cubase 4 and open a session.

In the VST instrument window, start up “M3 Plug-In Editor.”

V5T Instruments

[ iEle] M3 Plug-In Editor

Mo VST Instrument

v M3 Plug-In Editor

microX Pl -In Editor Synth
MongoPoly

M5-20

Polysix

%50 Plug-In Editor

You can also create a MIDI track at this time. Press the [Create] button to create a MIDI
track and automatically assign the M3 Plug-In Editor to that MIDI track.

Cubase 4

N

Do you want to create a MIDI track assigned to plugin "M3 Plug-In Editor'?

[ Create,g[ Cancel
L
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4 If you want to use multi-channel output, click the input channel icon in the VST
Instruments window and check the output channels that you want to use, or click
“Activate All Outputs” to activate all output channels. The [Stereo] at the top
corresponds to Main L/R, and the following four [Mono] items correspond
respectively to Individual 1/2/3/4.

VST Instruments
=06 M3 Plug-In Editar

Activate All Outputs

v M3 Plug-In Editor [Stereo]

M3 Plug-In Editor [Mono]
M3 Plug-In Editor [Mono]
M3 Plug-In Editor [Mona]
M3 Plug-In Editor [Mono]

5 These settings will create a track for each channel.

M3 Plug-In Editor (

M3 Plug-In Editor

™3 Plug-In Editor
M3 Plug-In Editor
M3 Plug-In Editor

™3 Plug-In Editor

Motepad

M3 Plug-In Editor [0

6

g
0.00 0.00

Stereo In M3 Plug-In Edi M3 Plug-In Edi M3 Plug-In Edi M3 Plug-In Edi M3 Plug-In Edi [~ Stereo Out

<[ Dl [ DR DI
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Using the M3 as a plug-in effect

1
2

3

Start up Cubase 4 and open a session.

Create an audio track.

Click the “Edit Channel Settings” button of the desired track to open the Audio
Channel Settings dialog box.

Cubase 4 Project - Untitled1

O B BEEEE & oo o

Fi
1

Audio 01

Ins
steren

In the Inserts settings box, choose “M3 Plug-In Fx.”

VST Audio Channel Settings - Audio 01

Ity Equa

v No Effect

Delay
Distortion
Dynamics
Distortion
Dynamics
External Effect E-MU
Filter Filter

Mot
Others Modulation MS-20FX

Spatial Other
Restoration
Reverb
Surround

Tools
AmpliTubelE VST
5FX Machine LT
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Ableton - Live 6

A Start up Live, and from the menu choose “Option” -> “Preferences” -> Audio,” and

verify that M3 (KORG EXB-FW ASIO Driver) is not selected as the audio device,
regardless of the driver type.

Using the M3 as a plug-in instrument

1
2

Start up Live 6 and open a Live set. Choose View -> Session.

Open the Plug-in Devices browser. From the KORG folder, drag “M3 Plug-In Editor”
and drop it onto the MIDI track you're using. The editor will start up. Audio outputs

L/R will be input to Master. In the MIDI track view, verify that “M3 Plug-In Editor” is
running.

(1 (w1 (41 M3 Plug-In Editor
® @ [Fusic Fuk ]
.

none | [none =

If you want to use multi-channel output, create an audio track. In the Audio From field
of the audio track, select the MIDI track for which “M3 Plug-In Editor” started up.

Audio From
Ext. In
Configure

Resampling

1M
A-Return %
B-Return
Master

Mo Input
B

“q

As the audio track’s routing point, you'll be able to select Individual output. Select the

“M3 Plug-In Editor” output that you want to input to the audio track.
From top to bottom, the choices will be Individual 1/2/3/4 (each is a mono output).

B O

ii Fost Mixer

£ 304-M3 Plug-In Editer
i} 5/6-M3 Plug-In Editor %
i 7/8-M3 Plug-in Editer

i 9/10-M3 Plug-in Editor

hY

7
I<]

Y
o
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5 Turn each Monitor “In” setting ON, and you'll be able to hear the M3’s audio signal.

1 MiDI 2 Audio 3 Audio 4 Audio 5 Audio
] ] ] ] m}

= ] = = =]

= ] = = ]

o| o @ o @ o g o @
MIDI From Audio From Audio Fram Audio From Audio From

[A Ins w||[1-MIDI »|{[1-MIDI w]|[1-MIDI w||[I-MIDI =

[§ AN Channew||[f 3/4-M3 Pluw||[F 5/6-M3 Pluw]|[[i 7/8-M3 Pluw]| | sm:l M3 Fi|

Monitor Monitor Monitor Monito

O] At [ [VF) it (] | [WF) [Aidia] (] -IEI@ %@@I
Audio To Audio To Audio To Audio To

Master | [Master w||[Master w||[Master || [Master v

||4| /’) ||q|(1\ ||<J ||4|(*\\ .

Using the M3 as a plug-in effect

1 Start up Live 6 and open a Live set. Choose View -> Session.

2 Open the Plug-In Devices browser. From the KORG folder, drag “M3 Plug-In Fx” and
drop it onto the track in which you want to use it as an audio effect.

¢ To use the M3 Plug-In Fx in an audio track

Drop M3 Plug-In Fx onto the audio track in which you want to use it.

O ® @ M3 Prugin Fx
® 8 [Frosiings XY Soo |

[none | [none

Turn the Monitor “In” ON, and you’ll hear the M3’s effect signal.

1 Audio
[m]

=]

=]

o @
Audio From

¢ To use the M3 Plug-In Fx in a MIDI track to which a VSTi is assigned
Drop M3 Plug-In Fx onto the MIDI track.
This lets you apply the M3 Plug-In Fx effect to the audio signal of the VSTi.
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[nene w| [nene =

[none | [none |

&2 Polysix © ® @ M3 Prug-in Fx
® @ [mromi chog <l ® @ [eicomng ]
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MOTU - Digital Performer 5
Using the M3 as a plug-in instrument
1 Start up Digital Performer 5.

2 Create an instrument track. Add M3 Plug-In Editor (stereo).
The audio output L/R will be input to this track.

Instrument Track

3 Create a MIDI track. Select “M3 Plug-In Editor” as the OUT for the MIDI track.

500 =
PLAY XMFT OUTFUT ‘TAKE EMA COL TRACK NAME
1 ‘g Conducto

# »> M3 Plug-In Editor-1-1 § 1 b Track-1
» Apple Software Synth-2 1 b Track-2
»> Apple Software Synth-3 1 b Track-3

Tracks Windwos - Midi Track

Using the M3 as a plug-in effect
1 Start up Digital Performer 5.

2 Click the insert effect box of the track into which you want to insert the effect, and
select the M3 Plug-In Fx (stereo or mono to stereo) from the list.

-h
v
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Digidesign - Pro Tools LE 7
Using the M3 as a plug-in instrument
1 Start up Pro Tools LE 7, and open a session.

2 Create an instrument track, and choose “M3 Plug-In Editor” from the multi-channel
plug-in Instruments list. It will start up.

Audio output L/R will be input to Output 1-2.

3 If you want to use multi-channel output, create an audio track. For the audio track’s
IN, choose “plug-in” -> “M3 Plug-In Editor Insert a” -> “M3 Plug-In Editor out 2.” The
Individual output 1/2 will be input to this track.

interface r
3

sert a ¥ | v M3 Plug-In Editor out 2

4 Create another audio track in the same way. For the audio track’s IN, choose “plug-in”
-> “M3 Plug-In Editor Insert a” -> “M3 Plug-In Editor out 3.” The Individual output
3/4 will be input to this track.
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5 If you want the Individual output to be input to the audio track, turn the REC button
ON so that you can hear the M3’s audio signal.

Using the M3 as a plug-in effect
1 Start up Pro Tools 7 LE, and open a session.

2 Create an audio track, and start up “M3 Plug-In Fx” from the multi-channel plug-in
Others list. Then select the source that will be input to that track’s IN, and select the
output bus etc. that will be the output destination for that track’s OUT. Make routing
settings within the M3 so that the FireWire audio input will be input to the M3’s effect.

Audio Track

3 Turn the REC button ON so that you can hear the M3’s effect signal.

Audio Track
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Connections without using a FireWire cable
(connection via USB cable)

M3 setup

If you want to use the M3 Editor with the M3 connected to your computer via USB, you must
make sure that you have finished installing and setting-up the KORG USB-MIDI Driver
before you start up the M3 Editor.

A& For details on installing the KORG USB-MIDI Driver, refer to the Operation Guide.

1
2

Use a USB cable to connect the M3’s USB B connector to the USB port of your
computer.

In the M3’s Global mode, make sure that MIDI Filter “Enable Exclusive” is on (the
check box should be checked). (The factory setting is on.)

GLOBAL P1:HIDI MID| Routing v |

MMID| Routing H
®-% MIDI Out: (@) % (J #-¥ CC Contral

Pads MIDI Out: (O Pad CC/Mote () Chord Mates

K&RMA External: El Enable KARM& Module to MIDI Out
El Enable MIDI In to KARMA Module

|:| Enable Start/Stop Out in Prog/ Combi
EMIDI Filter HE

[m) Enable Program Change [m] Enable After Touch
[m] Bank Change [m] Enable Contral Change
[m] Combination Change [m] Enable Exclusive

[ Basic lﬂmﬁigl it 1 Ext.2 J

M3 Editor (stand-alone version) setup

Start up the M3 Editor and verify that it’s operating correctly.

Windows

Starting up the M3 Editor

Navigate to the “KORG” folder -> “M3” folder, and double-click the “M3 Editor.exe”
icon.

The “KORG” folder is in the location you selected during installation. By default it’s in
the “Program Files” folder.

Alternatively, you can start up the editor by clicking the taskbar [Start] button -> [All
Programs] and then pointing to “KORG”-"M3”-“M3 Editor.”

Mac OS X

Starting up the M3 Editor

Navigate to the “Applications” folder - “KORG” folder - “M3” folder, and double-
click the “M3 Editor” icon.
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Setting up the M3 Plug-In Editor

This section explains how to set up the M3 Plug-In Editor in your host application and make
settings so that it will operate correctly. Make settings as appropriate for your system and
setup.

About the M3 Plug-In Editor

The M3 Plug-In Editor sends and receives only parameter data to and from the M3. Unlike
typical plug-in instruments, the M3 Plug-In Editor does not produce an audio signal. Your
M3 will output audio signals when the M3 Plug-In Editor sends it MIDI messages.

If you want to send the M3’s audio signal to an audio track of your host application and use it
in conjunction with a plug-in effect etc., refer to “Using your host application to control the
M3’s audio signal” (=p.33)

m

MUSIC WORKSTATION/SAMPLER TONE

GENERATOR

AUDIO OUTPUTS

to Mixer or | toDAW's
Audio Track

Mac/PC

Note:

—2
T

Does not
AIlJNDPIUOTIéO MUSIC WDRKSTATIU"/SAMTER produce an
Plug-In Editor audio signal.

Audio Track Instrument On Track
(DAW's Audio In)

DAW

AUDIO ~afws MIDI

Note: Because the M3 Plug-In Editor does not handle audio signals, you can’t insert a plug-in
effect into the channel of the track in which the M3 Plug-In Editor is inserted, or send its
audio signal via a send or bus.
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Using an external mixer to control the M3’s audio signal

If you want to mix the M3’s audio signals with the audio signals sent from your host applica-
tion via your audio interface, or with audio signals from another sound module, make con-
nections as shown below.

[feo=T] [feo=]
Powered monitors
E— | —

1T
Computer

e | i0mes v

il

Note: If you're using only the module portion of the M3 (M3-M) as a sound module, you’'ll
need to connect a master keyboard (master keyboard — M3)

o'

Using your host application to control the M3’s audio signal

If you want to apply a plug-in effect to the M3’s audio signal, or to control the M3’s audio sig-
nal in your host application along with other audio tracks, connect the M3 to your audio
interface and route the audio signal into your host application. Refer to the example explana-
tions for various popular host applications on the following pages.

[co= | [co= |
Powered monitors
— | —

ﬁ INPUT INPUTi
1M
ﬂ ﬂll_'_ Audio interface -
2888828888 %18
—_— il
P>
i

% % % % é USB cable : ‘:ID
E E 1 E EZ USB 1 Computer

e&EETE g 00000000 ma
=
©
[ |

TR

Note: For details on creating audio tracks, MIDI tracks, and plug-in instrument tracks, and on

how to perform operations and make settings in your host application, refer to the host appli-
cation’s owner’s manual.

Note: If you're using only the module portion of the M3 as a sound module, you'll need to
connect a master keyboard (master keyboard — M3)
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Host application settings

The following material explains how to start up the M3 Plug-In Editor in your host applica-
tion and make the appropriate settings for it to operate properly. Please proceed to the spe-
cific explanation for the system you're using.

Apple - LogicPro 7

1 Start up Logic Pro 7.
2 Create an audio instrument track, and start up “M3 Plug-In Editor.”

Instrument 1

Off

Audio Instrument Track

3 To route the M3’s audio signal into Logic Pro 7, create an audio track or an audio AUX
track. As the I/O source for that track, select the audio interface input to which you've

connected the M3’s audio signal.

Audio Track

4 If you're routing the M3’s audio signal to an audio track, turn the REC button on so
that you can hear the audio signal.
If you are routing the M3’s audio signal to an audio AUX track, this setting is not
necessary.

Audio 1

Audio Track
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Steinberg - Cubase 4

1 Start up Cubase 4 and create a project.

2 In the VST Instruments window, start up “M3 Plug-In Editor.”

VST Instruments

o]=)le

3 Create a MIDI track. As the output of that MIDI track, choose “M3 Plug-In Editor”
which you started up in the VST Instruments window.

AllMIDI Inputs
1 - M3 Flug-In Editor
1 =[

4 To route the M3’s audio signal to Cubase 4, create an audio track. As the input of the
track, select the audio interface input to which you’'ve connected the M3’s audio
signal.

Audio 01

5 Turn the Monitor button on so that you can hear the audio signal.
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Ableton - Live 6

1 Start up Live 6, and choose “View”->"Session View.”

2 From the plug-in device browser, drag and drop “M3 Plug-In Editor” onto the session
view. This will create a MIDI track with “M3 Plug-In Editor” started up. Verify that
“M3 Plug-In Editor” is running in the MIDI track view.

[ 1(®) (#) M3 Plug-in Editor
(@ (9 [Panicles & Waves o]

3 Press the arm button so that the MIDI input from the external source will be sent to
“M3 Plug-In Editor.”

Fi

MIDI Track

4 To route the M3’s audio signal to Live 6, create an audio track. As the input of the
audio input/output section, select the audio interface input to which you've
connected the M3’s audio signal.

Ext. In
I 1/2

Audio Track

5 Set the Monitor setting to “In” so that you can hear the audio signal of the M3.

o
Audio From
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MOTU - Digital Performer 5

1 Start up Digital Performer 5

2 Create an instrument track. Start up “M3 Plug-In Editor.”

Instrument Track

3 Create a MIDI track. Choose “M3 Plug-In Editor” as the output of that MIDI track.

00 =
PLAY XMPT OUTPUT  TAKE EMA COL TRACK NAME
1 % Conducto

—— | M3 PIIE—In Editor-1-1 |1 B )b Track-1
3 Apple Synth-2 1 Bl Track-2
[ 3 Apple Software Synth-3 1 B Track-3
Tracks Windwos - Midi Track

4 To route the M3’s audio signal to Digital Performer 5, create an audio track or an AUX
track. As the input of that track, select the audio interface input to which you've
connected the M3’s audio signal.

TMIGeE End|[T 11000 =]
ON INPUT  LEVEL PLAY XMFT OUTPUT  [TAKE ENA COL TRACK MAME IAHI
% Conducta vdu
— » M3 Plug-In Editor-1-1 1 = Track-1 ck-
— > Apple Software Synth-2 1 B ) Track-2 ck-
— » Apple Software Synth-3 1 = Track-3 ck-
— > Apple Software Synth-4 1 B ) Track-4 ck-
e [Bullioin Audis 2] —  ® Built-in Audio 1-2 1 & ml ~ Audio-1 dio
Built-in Audio 1-2 — B Built-in Audio 1-2 1 & sl ~ Audio-2 dio
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Tracks Window - Audio Track

5 If you're routing the M3’s audio signal to an audio track, turn the REC button on so
that you can hear the audio signal.

If you are routing the M3’s audio signal to an AUX track, this step is not necessary.

_,f -.
Audio Track
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Digidesign - Pro Tools LE 7

1 Start up Pro Tools LE 7, and open a session.

2 Create an instrument track, and from the multi-channel plug-in Instruments list,
choose “M3 Plug-In Editor” to start it up.

F
:

Instrument Track

3 To route the M3’s audio signal to Pro Tools LE 7, create an audio track or an AUX input
track. As the input, select the audio interface input to which you’ve connected the
M3’s audio signal.

Audio Track

4 If you're routing the M3’s audio signal to an audio track, turn the REC button on so
that you can hear the audio signal.

If you are routing the M3’s audio signal to an AUX input track, this setting is not
necessary.

Audio Track
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Other host applications.

Please refer to the instructions for a host application that has a similar structure to the host
application you're using, and also refer to the owner’s manual for the specific host applica-
tion that you are using.

About MIDI timing

If you experience irregularities in MIDI timing, make settings so that MIDI messages are sent
directly to the M3 rather than being routed through the M3 Plug-In Editor. In this case, choose
the M3’s SOUND port as the MIDI OUT destination of the MIDI track in your host applica-
tion, so that the MIDI messages will be sent directly to the M3.

Note: For details on how to create a MIDI track and specify the MIDI OUT destination for that
MIDI track, refer to the host application’s owner’s manual.
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Basic functions and operation

Start-up

M3 Editor

¢ From the “KORG”-“M3” folder, start up “M3 Editor.”

Note: When you start up the editor, the M3 programs and other settings can be loaded auto-
matically. (= p.57 “Preferences”)

A& Don't touch the keyboard or the mouse of your computer while data is being sent or
received.

Windows
Access the “KORG” folder from the taskbar via [Start]-[All Programs].

Mac OS X
The “KORG” folder is located in the “Applications” folder.

M3 Plug-In Editor

For details on starting-up the M3 Plug-In Editor, refer to the section for your host application
in “Setting up the M3 Plug-In Editor” (=p.32).

Note: When you start up the editor, the M3 programs and other settings can be loaded auto-
matically. (= p.57 “Preferences”)

A& Don't touch the keyboard or the mouse of your computer while data is being sent or
received.

About the Preload data

When you install the M3 Editor, the factory preload data “PRELOAD.M3all” will be copied to
the “My Documents” folder (Windows version) or the “Applications”-"KORG"”-“M3” folder
(Mac version). This is the sound data that is saved in the M3 when it is shipped from the fac-
tory.

If you have the M3-M/61/73, use the PRELOAD.M3all preload data. If you have the M3-88,
use the PRELOADS8.M3all preload data.

To shorten the startup time, you can make settings so that this data file is loaded automati-
cally when the M3 Editor starts up, so that you won’t need to read the data from the M3.
("= p.57 “Preferences”)
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Items in the screen

A screen like the following will appear when you start up the editor. (This illustration here

shows the Combination mode screen.)

Program (Combination/Song) Number, Name
Mode/Browser/Utility Control Assign  Control Surface

ST I I
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Keyboard

Connection indicator (M3 logo):

This indicates the
e Red

e

¢ Yellow

=

¢ No color

TR

connection status between the M3 Editor/M3 Plug-In Editor and the M3.

The M3 Editor/M3 Plug-In Editor and the M3 are connected via MIDI/
USB.

This is the status shown when using an M3 not equipped with the EXB-
FW option; or an M3 that is equipped with the EXB-FW option, but
connected only via a USB cable and without using the FireWire cable.

The M3 Editor/M3 Plug-In Editor and the M3 are connected via FireWire.
This is the status shown when using an M3 equipped with the EXB-FW
option connected for audio and MIDI to the M3 Editor/M3 Plug-In Editor
via a FireWire cable.

In this case you can use audio input/output via FireWire.

The connection is via only the FireWire cable, or via both the FireWire
cable and the USB cable.

The M3 Editor/M3 Plug-In Editor is not connected to the M3.
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Mode (COMBI, PROG, SEQ, GLOBAL)/Browser (BROWSE)/Utility (UTILITY):

Here you can select Program, Combination, Sequencer, or Global mode. The browser will dis-
play the names of the programs, combinations, and songs that are in the M3. UTILITY lets
you view and execute the utility commands that are available for the page you've selected.
This is where you write (save) data.

Program (Combination/Song) Number, Name:
This area shows the number and name of the program, combination, or song. Use the up/
down arrows at the right side to change programs, combinations, or songs.

Edit Pages, Tabs:
Use these to select the page that you want to edit.

Control Assign:
Here you can change the function of the eight control surface sliders and switches.

Control Surface:
Here you can control the tone, volume, or KARMA settings depending on the currently
selected control assign functions.

KARMA/Drum Track:

Here you can make settings for the KARMA function and the drum track, and select the
KARMA module and scene that will be controlled from the control surface when the control
assign setting is KARMA.

Keyboard:

This section consists of an 88-note keyboard, a pitch bend wheel, and a modulation wheel.
You can click the keyboard to play notes, and even play a glissando by dragging over the key-
board to the left or right. Operate the pitch bend wheel and modulation wheel by dragging
them upward or downward.
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Operating procedure

Selecting a mode

Click the button to select the corresponding mode.

COMBI: Select, play, and edit combinations.

PROG:  Select, play, and edit programs.

SEQ: Select, play, and edit sequencer songs.

GLOBAL: Edit the software setup, global settings, MIDI settings, controller CC
assignments, scale, category names, drum kits, and RADIAS formant motions.

Selecting programs, combinations, and songs

A
1

RO N

Click the [BROWSE] button to display the sound list, and then select a program (or combi-
nation or song). The items you can select will depend on the mode.

Depending on whether you choose Category Select or Bank Select, the programs (or com-
binations) in the sound list will be arranged by category or by bank.

uditioning programs, and selecting a program to edit

Click the [PROG] mode button to enter Program mode.
Click the [BROWSE] button to view the program list.

Click any program to select it. Play the keyboard of the M3 and you will hear that
program.

When you’ve decided on a program to edit, click the [OK] button to load that
program.
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Simple program editing
1 In the Edit Pages area, click the [Play] button to view the Play page.

2 In the upper line of the screen, choose [TONE ADJUST] in the selector located at the
left of the control surface.

3 In the set of tabs located in the center of the screen, choose [Tone Adjust].
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4 Use the eight sliders and switches of the control surface to modify the sound. The
parameters are shown in the Tone Adjust tab in the lower half of the screen.
For an explanation of these parameters, refer to the M3 parameter guide (PDF).

5 At the right of the control surface sliders, turn on the KARMA button and DRUM
button, and play the keyboard or pads on the M3 itself; a performance generated by
the KARMA function and the drum track will begin playing. To change the drum
pattern that is playing, change the Pattern No. in the Basic/Drum Track page. To
change the GE program used by KARMA, change the GE in the KARMA page.
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Selecting pages and tabs

When you want to perform detailed editing, you can switch to other pages and tabs to access
the desired parameters.

Global mode is divided into separate pages where you can edit drum kits, arpeggio patterns,
and scales (temperaments). Select the desired page (or tab), and edit the settings.

¢ To select a page, click the tab for the desired edit page.

* To move between tabs within a page, select one of the tabs located in the center of the win-
dow.

m3 M3 Editor
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Selecting a parameter and editing the value

¢ Use the mouse to edit the items in the display

For example you can change the shape of the EG by using the mouse to drag the rectangles
shown in the EG graphic.

Note: For details on the parameters, refer to the included “Parameter guide” (PDF version).

Selecting and executing utility functions

The utility functions are various commands available in each page. The available utility com-
mands will differ depending on the page. These commands also let you save or load the
edited or created data on your computer, and to import system exclusive data. Click the
[UTILITY] button and choose a command from the menu that appears.

Note: For details on utility commands that are specific to the editor, refer to “Functions pro-
vided on the M3” (vp.49).

1 From the [UTILITY] button, choose the command that you want to execute.

2 Make the necessary settings, and click OK to execute.
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Writing (saving)
If you want to keep any of the edits you have made, you must write (save) them.

A& This Write operation will save the edited settings on the M3.

If you select another program or close the application before you execute the Write operation,
the content you had been editing will be lost. The same applies to combinations or songs.

Global mode settings are maintained until you close the application, but your changes will be
lost when you close the application. If you click the [DUMP] button located in the upper right
of each page in Global mode, the current settings will be saved in the M3. (Some pages do not
have the [DUMP] button.)

As an example, here’s how to write a program that you've edited in Program mode.

1
2

Click [UTILITY] to access the utility menu.

From the menu list, choose [Write Program)].

™ M3 Editor
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3 Specify the program name, category, and save destination, and click the [OK] button.

™ M3 Editor
File System

Write Program

Homance Piano Bell (SL5)

046 InitProgramUF 046

Cancel 0K k

Note: If you execute a menu command (such as Swap Oscillator) on the M3 itself, the
data in the Editor and the data in the M3 may lose synchronization. In this case,
execute a UTILITY menu command (such as Receive Current Combi) in the Editor to
receive a data dump for the current data.
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Track selection

You can select the current track in Sequencer mode. The current track is common to all pages
of Sequencer mode.

To select a track, click the mouse on the number of that track. When a track is selected as the
current track, a red border will appear around that track.

Note: There are some pages in which you can’t select the current track. In pages where you
can select the current track, a red border is shown around the track that is chosen as the cur-
rent track.

™ M3 Editor
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Functions provided on the M3

Tone Adjust

This function provides an easy way to edit the sound of programs, the programs used within
a combination, or the programs used by song tracks.
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Switch Slider
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KARMA

In the M3 Editor window, you can perform essentially all editing operations that can be per-
formed on the M3 itself, including turning the KARMA function on/ off, scene changes, edit-
ing the realtime parameters, and editing the GE parameters.

™ M3 Edits
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Drum Track

The Drum Track is a pattern sequencer dedicated to playing drum patterns. You can use it in
any mode: Program, Combination, or Sequencer. In the M3 Editor you can turn the drum per-
formance on/off, select drum patterns, select drum programs, and edit the settings of the
assigned timbre — all in realtime.

Pro: Drum X-Y Setup/
Baste Track | Contraliers Pads

Drum Pattern Drum Track Program
Fattern Bank [§ Prezet | [Flax]
Pattern o
Shift e Yalure [— |
Detune I EEEE
Trigoer
Made 3 Wait KEG Trigaer | Zone
Sync Keyboard Bottorn s
Latch % an Keyboard Top cEl
Yelocity Bottom T aar
Yelooity Tap 177

RADIAS (when the EXB-RADIAS is installed)

If the EXB-RADIAS option is installed in the M3, you'll be able to edit RADIAS programs
using the M3 Editor. Bank INT-F is dedicated to RADIAS programs. You can also assign
desired user banks to be dedicated to storing RADIAS programs.

™ M3 Editor
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In Combination mode and Sequencer mode, you will also be able to use a special screen to
edit the vocoder section separately from the sound generator.

™ M3 Editor
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In Global mode, you can edit formant motion data for the RADIAS vocoder and save it in the
M3'’s internal memory. (This cannot be done using the M3 itself.)

™ M3 Editor
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EX-USB (when using the PCM expansion option)

If you've used the PCM expansion option to add multisamples to the M3, the added multi-
samples will also be accessible from M3 Editor.

ma M3 Editar =3
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When you load or unload the KEP file (multisamples) of the PCM expansion option on the
M3 itself, M3 Editor can synchronize with the M3 so that the multisample names will match
those in the M3.

If the “Sync EX-USB Banks automatically” (=p.57) setting is selected in the Global mode Soft-
ware Setup section, M3 Editor will automatically add or delete the multisample names when
you load or unload a KEP file (multisamples) of the PCM expansion option on the M3 itself.
If this setting is not selected, a message box will appear each time you load or unload the KEP
file (multisamples), asking whether you want to synchronize the multisample names.

P ) EX-USB Bank was changed.
\'/ Synchronize EX-USB Bank information with M3?

If you choose OK, the multisample names will immediately be synchronized with the M3. If
you choose Cancel, the multisample names will not be synchronized, but you can synchro-
nize with the M3 itself at any time by executing the UTILITY menu command Synchronize
EX-USB Banks.

If you also loaded the PCG file at the same time that you loaded the KEP file, use the UTILITY
menu to receive a data dump for the Programs/Combinations of the corresponding bank so
that they will be synchronized with the M3 itself.

Note: The EX-USB support functions (the UTILITY menu “Synchronize RAM/EX-USB
Banks” and the Global mode Software Setup page “Sync EX-USB Banks automatically” com-
mands) are shown only when connected to an M3 that supports EX-USB.

User GE

The User GEs added to the KARMA functionality by M3 System V2.0 can also be used in M3
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Editor.

In Global mode Software Setup, if the “Sync KARMA User GE at startup” setting (='p.57) is
selected, synchronization will be performed with the M3 itself when M3 Editor starts up, and
the User GE data will be obtained.

Even if this setting is not selected, you can obtain the User GE data from the M3 itself by
selecting the KARMA tab in Combination mode or Program mode and executing the UTIL-
ITY menu command Synchronize KARMA User GE (=p.55).

Regardless of this setting, executing the User GE load operation on the M3 itself while M3
Editor is running will automatically cause the editor to synchronize with the M3 and obtain
the User GE data.
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Functions specific to the editor

These are functions that are not found on the M3, and are available only from the editor (M3
Editor, M3 Plug-In Editor).

Utility commands

Load

Loads editor data that was previously saved on the computer.

A& The M3 XPANDED and the original M3 contain different sets of PCM data (sound data).
When you load a data file that was created on the original M3 (the old PCM), it will
automatically be converted appropriately for the new PCM.

Save

Saves data from the editor to your computer as a file.

A& All data is saved as data for the M3 XPANDED. Even if the data you loaded had been
created by the original M3, it will be saved as M3 XPANDED data. It is not possible to save
data as original M3 data.

Note: These functions load or save the data as dedicated files for the editor application.

Receive All
Receives all data from the M3 data into the editor.
Note: The sample data of Sampling mode and the sequencer performance data of Sequencer

mode are excepted.

Transmit All

Transmits all data in the editor to the M3 and writes it into internal memory.

Receive All Combi/Current Combi Bank

Receive All Prog/Current Prog Bank

Receive SEQ

Receive Global Data/Drum Kit/Formant Motion/Current Formant
Motion

Receive the corresponding data from the M3 into the editor.

Note: Receive Formant Motion/Current Formant Motion can be used only if the EXB-
RADIAS is installed.

Transmit All Combi/Current Combi Bank

Transmit All Prog/Current Prog Bank

Transmit SEQ

Transmit Global Data/Drum Kit/Formant Motion/Current Formant
Motion

Transmit the corresponding data from the editor to the M3 and writes it.
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Note: Receive Formant Motion/Current Formant Motion can be used only if the EXB-
RADIAS is installed.

Receive Current Combi/Current Prog/1 SEQ

Receive the respective data from the M3 into the editor.

Transmit Current Combi/Current Prog/1 SEQ

Transmit the respective data from the editor to the M3. This operation does not write the data
into the M3's internal memory. You'll need to write (save) it if necessary.

Synchronize KARMA User GE

This command loads the M3’s KARMA User GE data (User GE bank U-A through U-H) into
the editor. This command is available only in Combination mode and Program mode when
the KARMA tab is displayed.

Synchronize RAM Banks

Loads the multisample names from the M3’s RAM bank into the editor.
This allows you to view the multisample names in the editor when you’ve selected RAM
Mono/RAM Stereo from the OSC Bank list.

Synchronize EX-USB Banks

Loads the multisample names from the M3’s EX-USB-PCM bank into the editor.
This adds the EX-USB-PCM bank to the OSC Bank list, allowing you to select multisamples
from the EX-USB-PCM bank.

Note: These Receive and Transmit commands use KORG SysEx MIDI Dump to send or
receive data, or to synchronize the data between the M3 and the software.

A& Don't touch the keyboard or the mouse of your computer while data is being sent or
received. Also, don’t touch the panel switches or the keyboard of the M3.

Import
This command loads M3 or M50 PCG data into the editor.

Importing of the following data is supported: PCG files from the M3 XPANDED (new PCM),
PCG files from the original M3 (old PCM), PCG files of the M50, and files with an extension of
[.M50all] that were created by M50 Editor.

Convert Preload Program Order V1 ->V2

This command converts the assignment of Preload Programs from M3 V1 order to M3XP V2
order in user's custom Combinations, Songs and Programs (Drum Track assignments only).

The conversion applies to the currently selected Program or Combination bank, or all Songs
in the M3 Editor depending on what mode you are in.

Note: After the conversion process, the M3 Editor sends the converted bank data back to the
M3 automatically.

A& The command should be applied only once to target data.
There is no mechanism to detect whether the target data has been converted or not. If
you run the command on data that has already been converted, it will mess up the
Program assignments. Be sure to back-up your data before making any changes.
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Save as Default

Writes (saves) the Global mode Software Setup settings of the editor as the default settings
that will be used when you start up the editor.

Note: These utilities can be selected only in the editor’s Global mode Software Setup page.

Select Auto Load File

In the Software Setup tab, use “Load data file automatically” to select the desired file.

Note: Refer to “Load data file automatically.

All Sound Off

Depending on the host application, "hung" notes may have sometime occurred
while operating the host's functions.
If this symptom occurs, please execute the "All Sound Off" command.

56



Preferences

Global mode Software Setup lets you specify the default settings that the M3 Editor will use
when it starts up. This setting is saved when you execute the UTILITY command Save as
Default, and will be remembered the next time you start up.

Total Recall & Data Sync Setting

FROG COME]
M -a U~ M -a U
M & U-E M e M uv-e
M -c M u-c A e u-c
0o -0 mpR 0 uveo
M £ M u-e M e M u-e
[ -F trapiesy [ u-F 0 - A u-r

A v A -a A uv-s

SEQ

Durn Kit Sync: EX-UISE Banks autornatically

[ Formant Mation Sync KARMA User GE at startup

Here you can specify the editor data that will be saved and loaded as part of the song data by
your DAW software. This setting lets you save only the data you need. When the M3 Editor
starts up, the types of data that you've checked here will also be loaded automatically from
the M3 that’s connected to your computer. (In other words, this data will be synchronized.)
Since a data dump requires a certain amount of time, you may wish to shorten the startup
time by using the Load Data File Automatically function instead of this function, or by using
the UTILITY command Load to load a previously-saved data file into the M3 Editor.

If you have selected the “Sync EX-USB Banks automatically” setting, the multisample names
of all EX-USB-PCM banks loaded into the M3 will be loaded automatically when M3 Editor is
started.

If this setting is selected, M3 Editor will automatically synchronize to the M3 when you load
or unload EX-USB-PCM data on the M3 itself. If this setting is not selected, M3 Editor will not
synchronize automatically, but a message box will inform you that a change has occurred.

If the “Sync KARMA User GE at startup” setting is checked, all banks of the M3’s KARMA
User GE data will be automatically loaded when M3 Editor is started. If you don’t use User
GE data, there’s no need to synchronize this (i.e., no need to check this setting).

Note: The Total Recall & Data Sync Setting function is available only with the M3 Plug-In Edi-
tor.

Load data file automatically
Auto Load File
Load data file autornatically at starting up

Data file:  CMProgram Files'KORGYNMS-yDatal-13all

When the M3 Editor starts up, the data file you specify here will automatically be loaded into
the editor. After this process is completed, the data you checked in Total Recall & Data Sync
Setting will be loaded via data dump.

Auto Local Control

Others
Auto Local Contral

This setting automatically sets the M3’s Local Control setting to the appropriate state when
you start up the editor. We recommend that you normally leave this parameter on. The M3'’s
Local Control setting will be reset to its original state when you close the editor.
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MIDI Settings
Here you can make settings for MIDI connections between the M3 Editor and the M3.

MIDI Settings

MIDI Port: 2 LUSE-MIC
Send MZ's MIDI Qut data to the host application (ST Flug=In only)

D Ignore Program Change messages to reduce the CPU Toad in SEQ Mode

MIDI Port

This selects the connection port for the M3 and M3 Editor. Depending on how the M3 is con-
nected to your computer, the list will show USB-MIDI, FW-MID], or both. For either connec-
tion, you'll need to have installed the driver. (On the Mac, there’s no need to install a FireWire
driver.)

USB-MIDI  This is shown if the M3 is connected to your computer via a USB cable. This is a USB
2.0 high speed connection using the KORG USB-MIDI driver.

FW-MIDI  This is shown if the M3 is connected to your computer via a FireWire cable. A single
FireWire cable can carry both audio and MIDI. The communication speed is the
same 31.25 kbps as a conventional MIDI cable.

Send M3’s MIDI Out data to the host application (VST Plug-In Only)
If you turn this option on, the MIDI OUT data of the M3 itself will be sent to the host applica-
tion as the output of the plug-in instrument.

Short messages are the only type of MIDI messages that can be output. If you're using a host
application that is able to receive the MIDI data sent by a plug-in instrument, the MIDI mes-
sages generated by the M3’s KARMA function can be sent to the MIDI track of a different
software synthesizer.

Ignore Program Change messages to reduce the CPU load in SEQ Mode

When you play back a song on the M3 itself in Sequencer mode, the MIDI data transmitted
from the M3 will be received by the M3 Editor, and the M3 Editor panel display will be
updated according to the received data. However since a program change will cause complex
internal processing to be performed within the M3 Editor, this may cause noise to be heard in
the audio output if your computer is a relatively low-powered model. In such cases, turn this
option on. The M3 Editor will ignore the received program changes only while the M3 itself is
playing a song, thus reducing the CPU load.

Audio Settings

Audio Settings

Audio Driver: » M3 (80E1)

Audio Output: » Main L/R

Buffer Latency: » 488 ms

CFU Load: » High

Total Latency: 24 msz (1152 samples)

Here you can make settings for the audio connection between the M3 Editor and the M3.

Audio Driver
This shows the name of the audio driver that is currently connected between the M3 and the
computer.

This will appear only if a FireWire cable is connected between the computer and an M3 that
has an EXB-FW installed.

If you don’t want to use the audio functionality, you can select “None” to turn off the audio
functionality.

Windows “KORG EXB-FW ASIO Driver” is shown.
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Mac “M3 (****)” is shown (the last four digits of the EXB-FW serial number are
shown in the parentheses).

Audio Output
The standalone version and the plug-in effect version (VST) of the M3 Plug-In Fx have a two-
channel audio output. This setting lets you choose which of the M3’s six output channels will

be sent to the two-channel output. You can choose from three choices: Main L/R, Individual
1/2, or Individual 3/4.

This setting is not available in the plug-in instrument version (VSTi) of the M3 Plug-In Editor.
(It is fixed at six-channel multi out.)

MainL/R.......... Outputs the audio signals assigned to the M3’s L/R outputs.
Individual 1/2...... Outputs the audio signals assigned to the M3’s

Individual 1/2 outputs.
Individual 3/4. .. ... Outputs the audio signals assigned to the M3’s

Individual 3/4 outputs.

Buffer Latency (Mac version only)
This sets the audio latency (buffer size) between the M3 itself and M3 Editor (EXB-FW).
Alarger value for this setting will make operation more stable, but will increase the latency

(audio delay). You can decrease the latency by specifying a smaller value for this setting, but
the usable values will depend on your system.

CPU Load

Here you can select the CPU load of the FS converter required for audio processing.

With the Low setting, the CPU load will not be high, but the overall latency will be greater. In
contrast, the High setting will cause a greater CPU load, but the overall latency will be less.
However, since the CPU load produced by M3 Editor will be greater, operation may become
unstable depending on the DAW you're using. Choose the setting that’s most appropriate for
your system.

Total Latency

This indicates the overall latency (audio delay) when using audio in M3 Editor. The latency is
shown in units of ms (milliseconds). The value in parentheses is the number of samples calcu-
lated using this latency time and the currently specified sample rate.
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Cautions

USB connection

If you lose data synchronization with the M3 when start-

ing-up the editor, please check the following points.

If you're using a USB hub, try connecting the M3 directly to a USB port on the computer itself
to see whether it will work. You can also try removing all other connected USB devices except
for the M3 itself.

When you lose data synchronization, please perform the “Receive All” or “Transmit All”
function in the Editor’s “UTILITY” menu in order to synchronize the data between the editor
and the hardware.

The M3’s USB ports support USB 2.0.

Since the M3 supports USB 2.0, we recommend that you connect it to a USB port on your
computer that supports USB 2.0, in order to allow high-speed data transfer.

FW-MIDI (FireWire MIDI)

FW-MIDI baud rate

The baud rate of FW-MIDI (a MIDI connection via the FireWire cable) is the same 31.25 kbps
as when using a conventional MIDI cable. Since the dump data used by the M3 is large, per-
forming a data dump via FW-MIDI will take a long time if you execute an “all dump.”

If you're using FW-MIDI, we recommend that you minimize the settings in Total Recall &

Data Sync Settings.
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Audio

Sampling frequencies supported by
the M3 Editor / Plug-In Editor

e The M3 Editor / Plug-In Editor support sampling frequencies of 44.1 kHz, 48 kHz, 88.2
kHz, 96 kHz, 176.4 kHz, and 192 kHz.

¢ If a sampling frequency lower than 44.1 kHz (such as 8k-32 kHz) is specified by the exter-
nal host application, the output of the M3 Editor will be silent.

Sampling frequency setting (sampling rate converter)

The M3 itself operates at an internal sampling rate of 48 kHz. If you've specified a sampling
rate other than 48 kHz, the sampling rate converter built into the M3 Editor will operate, con-
verting the data to the appropriate 48 kHz audio data so that audio data can be transferred
between the M3 and the computer.

Both the standalone version and the plug-in version will operate at supported sampling fre-
quencies, but at high sampling frequencies, the M3 Editor will consume a significant amount
of realtime CPU processing in order to perform the rate conversion. Unless you are using a
sufficiently fast computer, we recommend that you use 48 kHz if your application allows 48
kHz recording and playback, since this will minimize the processing load.

About latency
Latency (delay) will occur in audio data that is handled by M3 Editor via EXB-FW.

Latency occurs in the following three locations.

1. When passing audio data between the M3 and M3 Editor
2. When passing audio data between M3 Editor and your DAW
3. In the sampling rate converter built into M3 Editor

For location 1 above, the latency can be adjusted in Windows by opening the KORG EXB-FW
ASIO Driver control panel and setting the ASIO buffer depth (=p.6 “About the buffer size”).
In Mac, go to the M3 Editor’s Global mode, choose the Software Setup tab, and in the Audio
Settings section, adjust the Buffer Latency setting (=p.59).

For location 2 above, the latency is adjusted in the DAW you're using. In the stand-alone ver-
sion of M3 Editor, you can set this in the Preferences dialog box (=p.13 “Audio settings”).

For location 3 above, the latency will change depending on the above settings 1 and 2, the
sample rate, and the CPU Load setting (=p.59) in the Global mode Software Setup tab Audio
Settings section.

The overall latency resulting from the total of these three locations is shown as the Total
Latency in the Global mode Software Setup tab Audio Settings section.

In order to decrease the overall latency, you'll need to decrease the above three latencies. For 1
and 2 above, this means that you’ll want to choose a low value; however, the values that are
actually usable will depend on your system, and noise is more likely to occur with exces-
sively low settings.

Regarding 3 above, the M3’s sample rate is fixed at 48 kHz, so you can minimize the latency
by setting your DAW (M3 Editor) to also run at 48 kHz. You can also reduce the latency by
setting “CPU Load” to High in the Audio Settings section, but depending on your system and
on the settings for 1 and 2, this may make noise more likely.

As appropriate for your system, you'll need to find the optimal settings for which noise does
not occur.
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Multiple instances of the plug-in

Multiple instances cannot be used

You cannot run multiple instances of M3 Plug-In Editor or multiple instances of M3 Plug-In
Fx, or run M3 Plug-In Editor and M3 Plug-In Fx simultaneously. Do not attempt to use multi-
ple instances or run this software simultaneously; depending on the host application, this
may cause unexpected behavior.
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Troubleshooting

If you experience difficulty, please check the following items.

Stand-alone version

No sound (audio output) from the PC
¢ In the M3 Editor, is the KORG logo yellow (FireWire Audio/MIDI is connected)?

¢ Can you play back conventional audio on your computer?

e Is the FireWire cable connected between the M3 and your PC?

¢ Has the M3 detected the EXB-FW? (Refer to the M3 owner’s manual.)

e Windows: Is the KORG EXB-FW Diriver installed correctly?

* Windows: Is the M3 detected in the KORG EXB-FW Control Panel.

* Macintosh: Is the Mac OS version 10.4.9 or later?

¢ Macintosh: Is the M3 detected in the Audio/MIDI settings (Audio setting page)?
¢ Have you made audio settings on your computer?

¢ Have you specified the appropriate buffer size in the audio settings?

Can’t input audio to the M3

¢ In the M3 Editor, is the KORG logo yellow (FireWire Audio/MIDI is connected)?
¢ Can you record audio on your computer?

¢ Is the M3’s input mixer set so that FireWire can be input? (Refer to the M3 owner’s man-
ual.)

e EXB-RADIAS: Is the Audio Input of each PROG/COMBI/SEQ set to FireWire?

Plug-in version

No sound from the PC

¢ Is your host application set so that audio will be output?

¢ After you start up the M3 Plug-In Editor, is the KORG logo yellow (FireWire Audio/MIDI
is connected)?

e Is your host application set to use the EXB-FW audio device?

M3 Plug-In Editor does not appear in the menu

¢ Windows: Have you installed the M3 Plug-In Editor (either the VST version or the RTAS
version, as appropriate for your host application)? (On the Mac, all software will be
installed at the same time.)

* Windows: If you're using the VST version, has your host application detected the directory
in which you installed the M3 Plug-In Editor VST?
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All versions

You hear crackling noise in the sound

* Have you set the buffer size appropriately?

¢ Windows: If you're using a notebook PC, could the power management functionality be
reducing the CPU speed?
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